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(f) No stowage container for exposure
suits may be capable of being locked.

[CGD 82–075b, 49 FR 4377, Feb. 6, 1984, as
amended by CGD 84–090, 50 FR 3904, Jan. 29,
1985]

Subpart 144.30—Requirements for
Foreign MODU’s

AUTHORITY: Sec. 4, 67 Stat. 462 (43 U.S.C.
1333) as amended; 49 CFR 1.46(z).

§ 144.30 Applicability.
This subpart applies to each MODU

engaged in OCS activities that is docu-
mented under the laws of a foreign na-
tion.

[CGD 82–075b, 49 FR 4377, Feb. 6, 1984]

144.30–5 Exposure suits.
Each foreign MODU must meet the

requirements of § 144.20–5 of this chap-
ter, except as follows:

(a) Exposure suits (immersion suits,
survival suits, etc.) approved by the na-
tion under which the MODU is docu-
mented may be used in lieu of suits ap-
proved under 46 CFR 160.071, provided
that they are accepted by the Com-
mandant as providing equivalent ther-
mal protection to the wearer. (Re-
quests for acceptance of such suits
should be sent to Commandant, U.S.
Coast Guard, (G–MSE), Washington, DC
20593–0001, along with technical data
supporting the thermal performance of
the suits.)

(b) Personal flotation device lights
approved by the nation under which
the MODU is documented may be used
in lieu of lights approved under 46 CFR
161.012.

[CGD 82–075b, 49 FR 4377, Feb. 6, 1984, as
amended by CGD 88–052, 53 FR 25121, July 1,
1988; CGD 96–026, 61 FR 33665, June 28, 1996]

PART 145—FIRE-FIGHTING
EQUIPMENT

Sec.
145.01 Portable and semi-portable fire extin-

guishers.
145.05 Classification of fire extinguishers.
145.10 Locations and number of fire extin-

guishers required.

AUTHORITY: Sec. 633, 63 Stat. 545; sec. 4, 67
Stat. 462; 14 U.S.C. 633; 43 U.S.C. 1333.

§ 145.01 Portable and semi-portable
fire extinguishers.

On all manned platforms and on all
unmanned platforms where crews are
continuously working on a 24-hour
basis, approved type portable fire ex-
tinguishers and/or approved type semi-
portable fire extinguishers shall be in-
stalled and maintained. On all un-
manned platforms where crews are not
continuously working on a 24-hour
basis, approved type portable fire ex-
tinguishers and/or approved type semi-
portable fire extinguishers are required
to be installed and maintained only
when crews are working thereon.

[CGFR 56–4, 21 FR 903, Feb. 9, 1956]

§ 145.05 Classification of fire extin-
guishers.

(a) Portable and semi-portable extin-
guishers shall be classified by a com-
bination letter and number symbol.
The letter indicating the type of fire
which the unit could be expected to ex-
tinguish, and the number indicating
the relative size of the unit.

(b) The types of fire will be des-
ignated as follows:

(1) ‘‘A’’ for fires in ordinary combus-
tible materials where the quenching
and cooling effects of quantities of
water, or solutions containing large
percentages of water, are of first im-
portance.

(2) ‘‘B’’ for fires in flammable liquids,
greases, etc., where a blanketing effect
is essential.

(3) ‘‘C’’ for fires in electrical equip-
ment where the use of a non-conduct-
ing extinguishing agent is of first im-
portance.

(c) The number designations for size
will start with ‘‘I’’ for the smallest to
‘‘V’’ for the largest. Sizes I and II are
considered portable extinguishers.
Sizes III, IV and V are considered semi-
portable extinguishers which shall be
fitted with suitable hose and nozzle or
other practicable means so that all
portions of the space concerned may be
covered. Examples of size graduations
for some of the typical portable and
semi-portable extinguishers are set
forth in Table 145.05(c).
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